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Tightfi t

Tightfi t Mechanism

Daikin Tightfi t is a non-brazed connection suitable for refrigerant piping. Pipes can be 
joined easily and quickly without brazing or using any special tools. It meets stringent 
safety requirements and provides leak-free tightness.

�J Double edged claw catches the pipe to form tight, mechanical sealing
ISO 14903 certifi ed

�J Specially developed REFNET allows direct connection to Tightfi t joints
�J Unique mechanical and resin sealing prevents any leak
�J Extremely durable: can withstand up to 4 times

the maximum operting pressure of R-32 refrigerant (17.2 Mpa)

Type: SDGTB19
1st sealing
(Rubber)

3rd sealing
(Rubber)

2nd sealing
(Metal)

�����������������

Main body

O-ring

Gasket

Indicator

Nut

Daikin Tightfi t is awarded 3 Ticks Excellent Rating by Singapore Green Building Product (SGBP) scheme. 
SGBP is a certifi cation for green building products and materials, ensuring that sustainability is integrated 
throughout the design and manufacturing process of green building products.
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Green indicator is hidden✓✗

 ‘L’ shaped mark falls  
 within the notch✓✗

Installation in 4 easy steps

Mark the insertion ‘T’ or  ‘L’  standard line with 
the marking gauge and marker pen at the 
proper position of each pipe size.

Mark the insertion line1

1.	 �Insert firmly by hand until the pipe stops.

2.	 Make sure that the insertion standard line 
is no longer visible.

Insert the pipe2

1.	 �Hold the main body and tighten the nut 
by hand

2.	 Hold the main body and tighten the nut 
with a monkey wrench, until the green 
indicator disappears and the nut comes 
into contact with the flat face of the body.

Tighten the nut3

1.	 Green indicator should be hidden.
2.	 Place the marking gauge on the end face 

of the nut and make sure that the  ‘T’ or ‘L’ 
shaped mark falls completely within the 
notch in the marking gauge. 

Check4

✗ ✓

View our installation video!
Tighfit joint Tightfit REFNET
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Insert the pipe

Tighten the nut

Check

Standard joints (same size piping on each side)

Box Model Name No. of joints/box
Dimensions

Diameter L (mm) W (mm) Single Weight (g)

SDGTB06_B 100 1/4" (6.35mm) 50.4 15 43

SDGTB09_B 90 3/8" (9.52mm) 55 19.9 79

SDGTB12_B 70 1/2" (12.7mm) 59 23.5 113

SDGTB15_B  60 5/8" (15.9mm) 74 30 210

SDGTB19_B 45 3/4" (19.1mm) 76.8 34.6 273

SDGTB22_B  30 7/8" (22.2mm) 83.4 40.2 292

SDGTB28_B  24 1 1/8" (28.6mm) 88 46.7 515

BDGTA34_B  20 1 3/8" (34.9mm) 101.5 51.1 686

BDGTA41_B  16 1 5/8" (41.3mm) 103.5 58.3 881

Accessories

New Measuring Tool

SDGT_GAUGE

Asymmetricjoints (diff erent size piping on each side)

Box Model Name No. of joints/box
Dimensions

Diameter L (mm) W (mm) Single Weight (g)

SDGTB0906_B  90 1/4"-3/8" (6.35-9.52mm) 52.7 19.9 67

SDGTB1209_B  70 3/8"-1/2" (9.42-12.7mm) 57.5 23.5 101

SDGTB1512_B  60 1/2"-5/8" (12.7-15.9mm) 65 30 164

SDGTB1915_B 45 5/8"-3/4" (15.9-19.1mm) 76.8 34.6 244

SDGTB2219_B  30 3/4"-7/8" (19.1-22.2mm) 81.5 40.2 358

SDGTB2522_B  30 7/8"-1" (22.2-25.4mm) 85.8 43.5 444

SDGTB2825_B  24 1"-1 1/8" (25.4-28.6mm) 88.1 46.7 505

SDGTB3428_B 20 1 1/8"-1 3/8" (28.6-34.9mm) 101.5 51.1 645

Refnets compatible with Tightfi t joints

Capacity index Tightfi t REFNET Standard Refnet
(for reference only)

X<290

2-pipe

BHRG26A33T

KHRQ22M20TA

KHRQ22M20T

KHRQ22M29T9

290<= X <= 640 BHRG26A72T KHRQ22M64T

640 <= X BHRG26A73T KHRQ22M75T

X<290

3-pipe

BHRG25A33T
KHRQ23M20T

KHRQ23M29T9

290<= X <= 640 BHRG25A72T KHRQ23M64T

640 <= X BHRG25A73T KHRQ23M75T

L

ΦD W

Possible to connect Tightfi t directly

Tightfi t - range and specifi cations
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VRV 5 heat recovery VRV 5 heat pump VRV S-series

REYA8-20
REMA5 2 module systems RXYA 8~20

RYMA5
2-module 
systems RXYSA4-6AV1/AY1 RXYSA8-12AAY1

Ki
ts

Multi-module connection kit (obligatory) - Connects multiple modules into 
a single refrigerant system

2 modules: 
BHFQ23P907A

2 modules: 
BHFA22P1007

Extended level difference kit - Allows outdoor unit to be more than 50m  
above indoor units

Special order unit

Central drain pan kit - Installs onto the underside of the outdoor unit and 
collects drain water from all bottom plate outlets into a single outlet. In cold 
areas should be heated by a field-supplied heater to prevent drain water from 
freezing in the drain pan.

Bottom plate heater - To keep drain holes ice-free in extreme weather 
conditions (one per outdoor unit needed)

5/8-12: 
EKBPH012TA

14-20: 
EKBPH020TA

1 kit per system
5/8-12: EKBPH012TA
14-20: EKBPH020TA

1 kit per system EKBPH250D

A
da

pt
er

s

External control adapter for outdoor unit - Allows to activate Low Noise 
Operation and three levels of demand control, limiting power consumption 
via external dry contacts. Connects to the F1/F2 communication line and 
requires power supply from an indoor unit, BSVQ box, or VRV-WIII outdoor 
unit.

DTA104A53/61/62
For installation into an indoor unit: exact adapter type depends on type of 

indoor unit.
 For 14-20 HP the demand PCB mouting plate is required (2). See Options & 

Accessories of indoor units

DTA104A53/61/62  
For installation into an indoor unit: 

exact adapter type depends on type of 
indoor unit. 

See Options & Accessories of indoor units

KRC19-26
Mechanical cool/heat selector – allows to switch an entire Heat Pump 
system, or one BS-box of a Heat Recovery system between cooling, heating 
and fan only. Connects to the A-B-C terminals of the outdoor unit / BS-box.

•  •  (3) •  •  (3) Standard on unit

Cool/heat selector PCB (required to connect KRC19-26) EKBRP2A81 Standard on unit Standard on unit

O
th

er
s

EKCHSC - Cool/heat selector cable

EKPCCAB4
VRV configurator

••

DTA109A51
DIII-net expander adapter

•  •  (2) (4) •  •  (2) (4)

BPMKS967A2/A3
Branch provider (for connection of 2/3 RA indoor units)

EKDK04
Drain plug kit

EKLN140A
Sound enclosure

••

Options & accessories 
  outdoor
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Refnet Joints Refnet Headers

Capacity index Capacity index Capacity index Capacity index Capacity index Capacity index Capacity index

< 200 200 ≤ x < 290 290 ≤ x < 640 > 640 < 290 290 ≤ x < 640 > 640

Re
fn

et
s

Imperial-size connections 
for heat recovery pump 
(2-pipe)

For all R-410A VRV: 
KHRQ22M20T

For all R-410A+R-32 
VRV: KHRQ22M20TA

KHRQ22M29T9

For all 
R-410A VRV: 

KHRQ22M64T
For all R-32 VRV: 
KHRA22M65T

KHRQ22M75T KHRQ22M29H

For all R-410A VRV:  
KHRQ22M64H

For all R-32 VRV:  
KHRA22M65H

KHRQ22M75H

Imperial-size connections 
for heat recovery pump 
(2-pipe) (1)

KHRQ23M20T KHRQ23M29T KHRQ23M64T KHRQ23M75T KHRQ23M29H KHRQ23M64H KHRQ23M75H

(1)	 For metric size connections, contact your local sales responsible

VRV 5 Heat Recovery Branch Selector (BSSV) 
boxes

VRV 5 Heat Pump optional Shut off valve (SV) 
boxes

Multi port Single & multi port

BS-A14AV1B SV-A
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Closed pipe kit Accessories in the box

Joint kit EKBSJK EKBSJK (2)

Duct connection: To connect extraction of BSSV boxes in serial EKBSDCK EKBSDCK

Drain pump kit K-KDU303KVE K-KDU303KVE

(2)	 not applicable for SV1A25A

Refnets

Branch selector boxes
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Ceiling mounted cassette units Concealed ceiling units (duct units) Ceiling suspended units Wall mounted units
Round flow (800x800) Fully flat (600x600) Corner (1-way) Slim Medium ESP High ESP 1-way blow 4-way blow

FXFA-A FXZA-A FXKA-A FXKA-A FXSA-A FXMA-A FXHA-A FXUA-A FXAA-A
Pa

ne
ls

Decoration panel  
(obligatory for cassette units, optional for others, rear panel for FXLQ)

Standard panels:
BYCQ140E (white) / BYCQ140EW  

(full white)(3) / BYCQ140EB (black)
Auto cleaning (5)(6): BYCQ140EGF (white) / 

BYCQ140EGFB (black)
Designer panels:  

BYCQ140EP (white) / BYCQ140EPB (black)

BYFQ60C4W1W (white 
panel) (19) 

BYFQ60C4W1S (grey 
panel) (19) 

BYFQ60B3W1 (standard 
panel) (20)

20-32: BYK32G
40-63: BYK63G

Panel spacer for reducing required installation height
KDBQ44B60 

(Standard panel)

Sealing kit for 3- or 2-directional air discharge KDBHQ56B140 (7)
BDBHQ44C60 (white & 

grey panel)

Sensor kit

BRYQ140B (white panels)
BRYQ140BB (black panels) 

BRYQ140C (white designer panel)
BRYQ140CB (black designer panel)

BRYQ60A3W (white) 
BRYQ60A3S (grey)

BRE49B2F

In
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Infrared remote control (incl. receiver)

BRC7FA532F (white panels) (7)(15)   
BRC7FA532FB (black panels) (7)(15)  

BRC7FB532F (white designer panel) (7)(15)  
BRC7FB532FB (black designer panel) (7)(15)

BRC7F530W (9) (10) (white 
panel)

BRC7F530S (9) (10) (grey 
panel)

BRC7EB530W (9) (10) 
(standard panel)

BRC4C65 BRC4C65 BRC4C65 BRC7GA53-9 BRC7C58 BRC7EA630

BRP069C51 - Onecta app •• •• •• •• •• •• •• •• ••

Madoka
BRC1H52W (White) / BRC1H52S (Silver) / BRC1H52K (Black)
User-friendly wired remote controller with premium design

••  (mandatory) ••  (mandatory) ••  (mandatory) ••  (mandatory) ••  (mandatory) ••  (mandatory) ••  (mandatory) ••  (mandatory) •• (mandatory)

BRC1E53A/B/C - Wired remote control with full-text interface and back-light

BRC1D52 (4) - Standard wired remote control with weekly timer

Ce
nt
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s DCC601A51 - intelligent Tablet Controller •• •• •• •• •• •• •• •• ••

DCS601C51 (12) - intelligent Touch Controller •• •• •• •• •• •• •• •• ••

DCS302C51 (12) - Central remote controller •• •• •• •• •• •• •• •• ••

DCS301B51 (12) (13) - Unified ON/OFF controller •• •• •• •• •• •• •• •• ••
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ol EKMBPP1 - Modbus interface for monitoring and control (check compatibility) •• •• •• •• •• •• •• •• ••

RTD-10 - Modbus interface for infrastructure cooling •• •• •• •• •• •• •• •• ••

RTD-20 - Modbus interface for retail •• •• •• •• •• •• •• •• ••

RTD-HO - Modbus interface for hotel •• •• •• •• •• •• •• •• ••

KLIC-DI_V2 - KNX Interface •• •• •• •• •• •• •• ••

fo
r c
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DCM601B51 - intelligent Touch Manager •• •• •• •• •• •• •• •• ••

DGE601A51 - Edge adapter for connection to Daikin Cloud Plus •• •• •• •• •• •• •• •• ••

DGE602A51 - Edge lite adapter for connection to Daikin Cloud Plus •• •• •• •• •• •• •• •• ••

EKMBDXB - Modbus interface •• •• •• •• •• •• •• •• ••

DCM010A51 - Daikin PMS interface •• •• •• •• •• •• •• •• ••

DMS502A51 - BACnet Interface •• •• •• •• •• •• •• •• ••

DMS504B51 - LonWorks Interface •• •• •• •• •• •• •• •• ••

Fi
lte

rs

Auto cleaning filter see decoration panel
15-32: BAE20A62
40-50: BAE20A82

63: BAE20A102
UV Streamer kit (purifies the air of pollutants such as virusses, bacteria, fine dust, 
oudeurs, allergens, etc ensuring a healthy  indoor environment)

UV Streamer kit BAEF125AWB (22)
Replacement filter BAF55A125

High efficiency filter

ePM10 60% 
BAF552AA160  (23) 

(BAF552AA160-5: box of 5 filters) 
(BAF552AA160-10 (box of 10 filter)

Replacement filters for 200~250: 
BAFM503A250 (65%) (21)
BAFH504A250 (90%) (21)

Replacement long life filter, non-woven type KAF5511D160 KAF441C60 200~250: BAFL502A250 (21)
32: KAF501B56 

50~63: KAF501B80 
71~100: KAF501B160

KAFP551K160

Pre-filter 200~250: BAFL501A250 (21)
Filter chamber 200~250: BDD500B250

W
iri

ng
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nd
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s KRCS - External wired temperature sensor KRCS01-5B KRCS01-6B KRCS01-6B KRCS01-6B KRCS01-6B KRCS01-6B KRCS01-6B KRCS01-6B KRCS01-6B

K.RSS - External wireless temperature sensor
SB.K.RSS_RFC  

(EKEWTSC-2 + K.RSS)
SB.K.RSS_FDA  

(EKEWTSC-1 + K.RSS)
SB.K.RSS_FDA  

(EKEWTSC-1 + K.RSS)
SB.K.RSS_FDA  

(EKEWTSC-1 + K.RSS)
SB.K.RSS_FDA  

(EKEWTSC-1 + K.RSS)
SB.K.RSS_FDA  

(EKEWTSC-1 + K.RSS)
SB.K.RSS_FDA 

(EKEWTSC-1 + K.RSS)
SB.K.RSS_FDA  

(EKEWTSC-1 + K.RSS)
SB.K.RSS_FDA  

(EKEWTSC-1 + K.RSS)

A
da
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Adapter with 2 output signals (Compressor / Error, Fan output) KRP1BA58 (2)(7) ERP02A50 (2) ERP02A50 (2) KRP1BA58
Adapter with 4 output signals
(Compressor / Error, Fan, Aux. heater, Humidifier output)

EKRP1C12 (2)(7) EKRP1C14 (2) EKRP1C14 (2) ERP02A50 (2) EKRP1C14 (2) EKRP1C14 (2) EKRP1C14 (2) ERP02A50 (2)

Adapter for centralised external monitoring/control via dry contacts and setpoint control via 0-140Ω (for 
dedicated indoor)
Adapter for external central monitoring/control (controls 1 entire system)

KRP4A53 (2)(7) KRP4A53 (2) KRP4A53 (2) KRP4A54-9 (2) KRP4A52 (2)
50~125: KRP4A52

200~250: KRP4A51 KRP4A52 (2) KRP4A53 (2) KRP4A51 (2)

KRP2A52 KRP2A52 KRP2A53 (2) KRP2A51 (2) KRP2A51 KRP2A62 KRP2A61(2)
Adapter for keycard and/or window contact connection (2)(11) BRP7A53 BRP7A53 (2) BRP7A51 (2) BRP7A54 BRP7A51 BRP7A51 BRP7A52 (2) BRP7A53 BRP7A51 (2)
Adapter for multi-tenant applications (24VAC PCB power supply interface) DTA114A61 DTA114A61 DTA114A61 DTA114A61 DTA114A61 DTA114A61 DTA114A61-9 DTA114A61-9 DTA114A61
External control adapter for outdoor unit (installation on indoor unit) DTA104A53 DTA104A61 (2) DTA104A61 (2) DTA104A61 DTA104A61 DTA104A51(2) / DTA104A61(2)
Installation box / Mounting plate for adapter PCBs
(For units where there is no space in the switchbox)

KRP1H98A (7)
KRP1BC101 KRP1BC101 KRP1BC101 / KRP4B93 KRP1BC101 / KRP4B93 KRP1BC101 KRP1BC101 KRP1D93A/KRP4B93 KRP1B97 / KRP1C97 KRP4A93

Wiring kit for Remote ON/OFF or Forced OFF Standard Standard Standard Standard Standard standard standard Standard
Relay PCB for output signal of refrigerant sensor ERP01A51 (2) ERP01A50 (2) ERP01A50 (2) ERP01A51 (2) ERP01A50 (2) ERP01A50 ERP01A51 (2) ERP01A51 (2) ERP01A51 (2) 

O
th
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Drain pump kit Standard Standard Standard Standard Standard 200~250: BDU510B250VM 32-50-63: KDU50R63 
100: KDU50R160 K-KDU572KVE

Multi zoning kit (for detailed model code overview refer to multizoning argue card in this catalogue)
Fresh air intake kit (direct installation type) KDDP55C160-1 +  KDDP55D160-2 (7)(8) KDDQ44XA60

Air discharge adapter for round duct

15~32: KDAP25A36A 
40~50: KDAP25A56A 
63~80: KDAP25A71A 

100~125: KDAP25A140A 
140: -

50~80: KDAJ25K71 
100~125: KDAJ25K140 

200~250: -

L-type piping kit
32: KHFP5M35 

50~63: KHFP5N63 
71~100: KHFP5N160

Insulation kit for high humidity KDT25N32 / KDT25N50 / KDT25N63

(1) pump station is necessary for this option
(2) Installation box is necessary for these adapters
(3) �The BYCQ140EW has white insulation. Be informed that formation of dirt on white insulation is 

visibly stronger and that it is consequently not advised to install the BYCQ140EW decoration panel in 
environments exposed to concentrations of dirt“

(4) Not recommended because of the limitation of the functions
(5) To be able to control the BYCQ140EGF(B) the controller BRC1E or BRC1H* is needed

(6) The BYCQ140EGF(B) is not compatible with Multi and Split Non-Inverter Outdoor units
(7) Option not available in combination with BYCQ140EGF(B)
(8) Both parts of the fresh air intake are needed for each unit
(9) Cannot be combined with sensor kit
(10) Independently controllable flaps function not available	
(11) Only possible in combination with BRC1H* / BRC1E*
(12) When fixing box is required, use KJB212A, KJB311A or KJB411A depending on the size of the controller

Options & accessories
             outdoor
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KDBHP49B140 + KDBTP49B140

Ceiling mounted cassette units Concealed ceiling units (duct units) Ceiling suspended units Wall mounted units
Round flow (800x800) Fully flat (600x600) Corner (1-way) Slim Medium ESP High ESP 1-way blow 4-way blow

FXFA-A FXZA-A FXKA-A FXKA-A FXSA-A FXMA-A FXHA-A FXUA-A FXAA-A

Pa
ne

ls

Decoration panel  
(obligatory for cassette units, optional for others, rear panel for FXLQ)

Standard panels:
BYCQ140E (white) / BYCQ140EW  

(full white)(3) / BYCQ140EB (black)
Auto cleaning (5)(6): BYCQ140EGF (white) / 

BYCQ140EGFB (black)
Designer panels:  

BYCQ140EP (white) / BYCQ140EPB (black)

BYFQ60C4W1W (white 
panel) (19) 

BYFQ60C4W1S (grey 
panel) (19) 

BYFQ60B3W1 (standard 
panel) (20)

20-32: BYK32G
40-63: BYK63G

Panel spacer for reducing required installation height
KDBQ44B60 

(Standard panel)

Sealing kit for 3- or 2-directional air discharge KDBHQ56B140 (7)
BDBHQ44C60 (white & 

grey panel)

Sensor kit

BRYQ140B (white panels)
BRYQ140BB (black panels) 

BRYQ140C (white designer panel)
BRYQ140CB (black designer panel)

BRYQ60A3W (white) 
BRYQ60A3S (grey)

BRE49B2F
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Infrared remote control (incl. receiver)

BRC7FA532F (white panels) (7)(15)   
BRC7FA532FB (black panels) (7)(15)  

BRC7FB532F (white designer panel) (7)(15)  
BRC7FB532FB (black designer panel) (7)(15)

BRC7F530W (9) (10) (white 
panel)

BRC7F530S (9) (10) (grey 
panel)

BRC7EB530W (9) (10) 
(standard panel)

BRC4C65 BRC4C65 BRC4C65 BRC7GA53-9 BRC7C58 BRC7EA630

BRP069C51 - Onecta app •• •• •• •• •• •• •• •• ••

Madoka
BRC1H52W (White) / BRC1H52S (Silver) / BRC1H52K (Black)
User-friendly wired remote controller with premium design

••  (mandatory) ••  (mandatory) ••  (mandatory) ••  (mandatory) ••  (mandatory) ••  (mandatory) ••  (mandatory) ••  (mandatory) •• (mandatory)

BRC1E53A/B/C - Wired remote control with full-text interface and back-light

BRC1D52 (4) - Standard wired remote control with weekly timer
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s DCC601A51 - intelligent Tablet Controller •• •• •• •• •• •• •• •• ••

DCS601C51 (12) - intelligent Touch Controller •• •• •• •• •• •• •• •• ••

DCS302C51 (12) - Central remote controller •• •• •• •• •• •• •• •• ••

DCS301B51 (12) (13) - Unified ON/OFF controller •• •• •• •• •• •• •• •• ••
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ol EKMBPP1 - Modbus interface for monitoring and control (check compatibility) •• •• •• •• •• •• •• •• ••

RTD-10 - Modbus interface for infrastructure cooling •• •• •• •• •• •• •• •• ••

RTD-20 - Modbus interface for retail •• •• •• •• •• •• •• •• ••

RTD-HO - Modbus interface for hotel •• •• •• •• •• •• •• •• ••

KLIC-DI_V2 - KNX Interface •• •• •• •• •• •• •• ••
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DCM601B51 - intelligent Touch Manager •• •• •• •• •• •• •• •• ••

DGE601A51 - Edge adapter for connection to Daikin Cloud Plus •• •• •• •• •• •• •• •• ••

DGE602A51 - Edge lite adapter for connection to Daikin Cloud Plus •• •• •• •• •• •• •• •• ••

EKMBDXB - Modbus interface •• •• •• •• •• •• •• •• ••

DCM010A51 - Daikin PMS interface •• •• •• •• •• •• •• •• ••

DMS502A51 - BACnet Interface •• •• •• •• •• •• •• •• ••

DMS504B51 - LonWorks Interface •• •• •• •• •• •• •• •• ••

Fi
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Auto cleaning filter see decoration panel
15-32: BAE20A62
40-50: BAE20A82

63: BAE20A102
UV Streamer kit (purifies the air of pollutants such as virusses, bacteria, fine dust, 
oudeurs, allergens, etc ensuring a healthy  indoor environment)

UV Streamer kit BAEF125AWB (22)
Replacement filter BAF55A125

High efficiency filter

ePM10 60% 
BAF552AA160  (23) 

(BAF552AA160-5: box of 5 filters) 
(BAF552AA160-10 (box of 10 filter)

Replacement filters for 200~250: 
BAFM503A250 (65%) (21)
BAFH504A250 (90%) (21)

Replacement long life filter, non-woven type KAF5511D160 KAF441C60 200~250: BAFL502A250 (21)
32: KAF501B56 

50~63: KAF501B80 
71~100: KAF501B160

KAFP551K160

Pre-filter 200~250: BAFL501A250 (21)
Filter chamber 200~250: BDD500B250
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s KRCS - External wired temperature sensor KRCS01-5B KRCS01-6B KRCS01-6B KRCS01-6B KRCS01-6B KRCS01-6B KRCS01-6B KRCS01-6B KRCS01-6B

K.RSS - External wireless temperature sensor
SB.K.RSS_RFC  

(EKEWTSC-2 + K.RSS)
SB.K.RSS_FDA  

(EKEWTSC-1 + K.RSS)
SB.K.RSS_FDA  

(EKEWTSC-1 + K.RSS)
SB.K.RSS_FDA  

(EKEWTSC-1 + K.RSS)
SB.K.RSS_FDA  

(EKEWTSC-1 + K.RSS)
SB.K.RSS_FDA  

(EKEWTSC-1 + K.RSS)
SB.K.RSS_FDA 

(EKEWTSC-1 + K.RSS)
SB.K.RSS_FDA  

(EKEWTSC-1 + K.RSS)
SB.K.RSS_FDA  

(EKEWTSC-1 + K.RSS)
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Adapter with 2 output signals (Compressor / Error, Fan output) KRP1BA58 (2)(7) ERP02A50 (2) ERP02A50 (2) KRP1BA58
Adapter with 4 output signals
(Compressor / Error, Fan, Aux. heater, Humidifier output)

EKRP1C12 (2)(7) EKRP1C14 (2) EKRP1C14 (2) ERP02A50 (2) EKRP1C14 (2) EKRP1C14 (2) EKRP1C14 (2) ERP02A50 (2)

Adapter for centralised external monitoring/control via dry contacts and setpoint control via 0-140Ω (for 
dedicated indoor)
Adapter for external central monitoring/control (controls 1 entire system)

KRP4A53 (2)(7) KRP4A53 (2) KRP4A53 (2) KRP4A54-9 (2) KRP4A52 (2)
50~125: KRP4A52

200~250: KRP4A51 KRP4A52 (2) KRP4A53 (2) KRP4A51 (2)

KRP2A52 KRP2A52 KRP2A53 (2) KRP2A51 (2) KRP2A51 KRP2A62 KRP2A61(2)
Adapter for keycard and/or window contact connection (2)(11) BRP7A53 BRP7A53 (2) BRP7A51 (2) BRP7A54 BRP7A51 BRP7A51 BRP7A52 (2) BRP7A53 BRP7A51 (2)
Adapter for multi-tenant applications (24VAC PCB power supply interface) DTA114A61 DTA114A61 DTA114A61 DTA114A61 DTA114A61 DTA114A61 DTA114A61-9 DTA114A61-9 DTA114A61
External control adapter for outdoor unit (installation on indoor unit) DTA104A53 DTA104A61 (2) DTA104A61 (2) DTA104A61 DTA104A61 DTA104A51(2) / DTA104A61(2)
Installation box / Mounting plate for adapter PCBs
(For units where there is no space in the switchbox)

KRP1H98A (7)
KRP1BC101 KRP1BC101 KRP1BC101 / KRP4B93 KRP1BC101 / KRP4B93 KRP1BC101 KRP1BC101 KRP1D93A/KRP4B93 KRP1B97 / KRP1C97 KRP4A93

Wiring kit for Remote ON/OFF or Forced OFF Standard Standard Standard Standard Standard standard standard Standard
Relay PCB for output signal of refrigerant sensor ERP01A51 (2) ERP01A50 (2) ERP01A50 (2) ERP01A51 (2) ERP01A50 (2) ERP01A50 ERP01A51 (2) ERP01A51 (2) ERP01A51 (2) 
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Drain pump kit Standard Standard Standard Standard Standard 200~250: BDU510B250VM 32-50-63: KDU50R63 
100: KDU50R160 K-KDU572KVE

Multi zoning kit (for detailed model code overview refer to multizoning argue card in this catalogue)
Fresh air intake kit (direct installation type) KDDP55C160-1 +  KDDP55D160-2 (7)(8) KDDQ44XA60

Air discharge adapter for round duct

15~32: KDAP25A36A 
40~50: KDAP25A56A 
63~80: KDAP25A71A 

100~125: KDAP25A140A 
140: -

50~80: KDAJ25K71 
100~125: KDAJ25K140 

200~250: -

L-type piping kit
32: KHFP5M35 

50~63: KHFP5N63 
71~100: KHFP5N160

Insulation kit for high humidity KDT25N32 / KDT25N50 / KDT25N63

(13) Option KEK26-1A (Noise filter) is required when installing DCS301B51
(14) Wire harnass EKEWTSC is necessary
(15) The active airflow circulation function is not available for this controller.
(16) Up to 2 adaptor PCBs can be installed per installation box
(17) Only one installation box can be installed per indoor unit
(18) VRV R-32 indoor units cannot be connected to this controller
(19) The BYFQ60C4* R-32 panels can be connected to R-410A indoor units with wire harness EKRS22

(20) Wire harness EKRS23 is necessary
(21) Filter chamber needed
(22) �Only possible in combination with BYCQ140E and BYCQ140EW. Cannot be combined with other 

filters, chambers, fresh air intake kits or air discharge outlet sealing member kit
(23) �Only possible in combination with BYCQ140E/EW/EB. Cannot be combined with other filters, 

chambers, fresh air intake kits or discharge outlet sealing member kit
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Options - Ventilation
Energy recovery ventilation - VAM Energy recovery ventilation VKM Air handling unit applications

VAM 150FC9 VAM 250FC9 VAM 350J8 VAM 500J8 VAM 650J8 VAM 800J8 VAM 1000J8 VAM 1500J8 VAM 2000J8 VKM 50GBM VKM 80GBM VKM 100GBM EKEQFCBA (1) EKEQDCB (1) EKEQMCBA (1)
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BRC301B61
VAM wired remote control • • • • • • • • •
Madoka 
BRC1H52W (White) / BRC1H52S (Silver) / 
BRC1H52K (Black) 
User-friendly wired remote 
controller with premium design

• • • • • • • • • • • • • • •

BRC1E53A/B/C
Wired remote control with full-text 
interface and back-light

• • • • • • • • • • • • • • •
BRC1D52
Standard wired remote control 
with weekly timer

• • • • • • • • • • • • • • •
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DCC601A51
intelligent Tablet Controller • • • • • • • • • • • • • • •
DCS601C51
intelligent Touch Controller • • • • • • • • • • • • • • •
DCS302C51
Central remote control • • • • • • • • • • • •
DCS301B51
Unified ON/OFF control • • • • • • • • • • • •
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DCM601A51
intelligent Touch Manager • • • • • • • • • • • • • • •
EKMBDXB
Modbus interface • • • • • • • • • • • • • • •
DMS502A51
BACnet Interface • • • • • • • • • • • •
DMS504B51
LonWorks Interface • • • • • • • • • • • •

Fi
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Coarse 55% (G4)

ePM10 75% (M5)

ePM10 70% (M6) EKAFVJ50F6 EKAFVJ50F6 EKAFVJ65F6 EKAFVJ100F6 EKAFVJ100F6 EKAFVJ100F6 x2 EKAFVJ100F6 x2

ePM1 50% (F7)

ePM1 60% (F7) EKAFVJ50F7 EKAFVJ50F7 EKAFVJ65F7 EKAFVJ100F7 EKAFVJ100F7 EKAFVJ100F7 x2 EKAFVJ100F7 x2

ePM1 70% (F8) EKAFVJ50F8 EKAFVJ50F8 EKAFVJ65F8 EKAFVJ100F8 EKAFVJ100F8 EKAFVJ100F8 x2 EKAFVJ100F8 x2

ePM1 80% (F9)

High efficiency filter KAF242H80M KAF242H100M KAF242H100M

Replacement air filter KAF241H80M KAF241H100M KAF241H100M

M
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Rectangular to round duct transition

Separate plenum EKPLEN200 (5) EKPLEN200 (5)

CO2 sensor BRYMA65 BRYMA65 BRYMA65 BRYMA100 BRYMA100 BRYMA200 BRYMA200 BRYMA65 BRYMA100 BRYMA100

Electrical heater for pre treatment of fresh air GSIEKA10009 GSIEKA15018 GSIEKA20024 GSIEKA20024 GSIEKA25030 GSIEKA25030 GSIEKA25030 GSIEKA35530 (6) GSIEKA20024 (8) GSIEKA20024 (8) GSIEKA20024 (8)

DX coil for post treatment of fresh air EKVDX32A EKVDX50A EKVDX50A EKVDX80A EKVDX100A EKVDX100A

Silencer (900mm depth)

El
ec

tr
ic

al
 a

cc
es

so
rie

s

Wiring adapter for external monitoring/
control (controls 1 entire system)

KRP2A51 (2) KRP2A51 (2) KRP2A51 (2) KRP2A51 (2) KRP2A51 (2) KRP2A51 (2) KRP2A51 (2) KRP2A51 (2) KRP2A51 (2) BRP4A50A (4) BRP4A50A (4) BRP4A50A (4)

Adapter PCB for humidifier BRP4A50A (4) BRP4A50A (4) BRP4A50A (4)

Adapter PCB for third party heater BRP4A50A BRP4A50A BRP4A50A (4) BRP4A50A (4) BRP4A50A (3/4) BRP4A50A (4) BRP4A50A (4) BRP4A50A (3/4) BRP4A50A (3/4) BRP4A50A (4) BRP4A50A (4) BRP4A50A (4)

External wired temperature sensor KRCS01-1

Adapter PCB Mounting plate EKMP25VAM EKMP25VAM EKMP65VAM EKMPVAM

Installation box for adaptor PCB KRP1BB101 KRP1BB101 KRP1BB101 KRP1BB101 KRP1BB101 KRP1BB101 KRP1BB101 KRP1BB101 KRP1BB101

Notes

(1) Do not connect the system to DIII-net devices LONWorks interface, BACnet interface, …;  (intelligent Touch Manager, EKMBDXA are allowed)

(2) Installation box needed

(3) Adapter PCB mounting plate needed, applicable model can be found in the table above

(4) 3rd party heater and 3rd party humidifier cannot be combined

(5) Contains 1 plenum and can be used for half side of the unit (up to 4 plenums can be used on 1 unit)

(6) Available only with optional plenum
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Energy recovery ventilation - VAM Energy recovery ventilation VKM Air handling unit applications

VAM 150FC9 VAM 250FC9 VAM 350J8 VAM 500J8 VAM 650J8 VAM 800J8 VAM 1000J8 VAM 1500J8 VAM 2000J8 VKM 50GBM VKM 80GBM VKM 100GBM EKEQFCBA (1) EKEQDCB (1) EKEQMCBA (1)
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BRC301B61
VAM wired remote control • • • • • • • • •
Madoka 
BRC1H52W (White) / BRC1H52S (Silver) / 
BRC1H52K (Black) 
User-friendly wired remote 
controller with premium design

• • • • • • • • • • • • • • •

BRC1E53A/B/C
Wired remote control with full-text 
interface and back-light

• • • • • • • • • • • • • • •
BRC1D52
Standard wired remote control 
with weekly timer

• • • • • • • • • • • • • • •
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DCC601A51
intelligent Tablet Controller • • • • • • • • • • • • • • •
DCS601C51
intelligent Touch Controller • • • • • • • • • • • • • • •
DCS302C51
Central remote control • • • • • • • • • • • •
DCS301B51
Unified ON/OFF control • • • • • • • • • • • •
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DCM601A51
intelligent Touch Manager • • • • • • • • • • • • • • •
EKMBDXB
Modbus interface • • • • • • • • • • • • • • •
DMS502A51
BACnet Interface • • • • • • • • • • • •
DMS504B51
LonWorks Interface • • • • • • • • • • • •

Fi
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rs

Coarse 55% (G4)

ePM10 75% (M5)

ePM10 70% (M6) EKAFVJ50F6 EKAFVJ50F6 EKAFVJ65F6 EKAFVJ100F6 EKAFVJ100F6 EKAFVJ100F6 x2 EKAFVJ100F6 x2

ePM1 50% (F7)

ePM1 60% (F7) EKAFVJ50F7 EKAFVJ50F7 EKAFVJ65F7 EKAFVJ100F7 EKAFVJ100F7 EKAFVJ100F7 x2 EKAFVJ100F7 x2

ePM1 70% (F8) EKAFVJ50F8 EKAFVJ50F8 EKAFVJ65F8 EKAFVJ100F8 EKAFVJ100F8 EKAFVJ100F8 x2 EKAFVJ100F8 x2

ePM1 80% (F9)

High efficiency filter KAF242H80M KAF242H100M KAF242H100M

Replacement air filter KAF241H80M KAF241H100M KAF241H100M

M
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s Rail

Rectangular to round duct transition

Separate plenum EKPLEN200 (5) EKPLEN200 (5)

CO2 sensor BRYMA65 BRYMA65 BRYMA65 BRYMA100 BRYMA100 BRYMA200 BRYMA200 BRYMA65 BRYMA100 BRYMA100

Electrical heater for pre treatment of fresh air GSIEKA10009 GSIEKA15018 GSIEKA20024 GSIEKA20024 GSIEKA25030 GSIEKA25030 GSIEKA25030 GSIEKA35530 (6) GSIEKA20024 (8) GSIEKA20024 (8) GSIEKA20024 (8)

DX coil for post treatment of fresh air EKVDX32A EKVDX50A EKVDX50A EKVDX80A EKVDX100A EKVDX100A

Silencer (900mm depth)
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Wiring adapter for external monitoring/
control (controls 1 entire system)

KRP2A51 (2) KRP2A51 (2) KRP2A51 (2) KRP2A51 (2) KRP2A51 (2) KRP2A51 (2) KRP2A51 (2) KRP2A51 (2) KRP2A51 (2) BRP4A50A (4) BRP4A50A (4) BRP4A50A (4)

Adapter PCB for humidifier BRP4A50A (4) BRP4A50A (4) BRP4A50A (4)

Adapter PCB for third party heater BRP4A50A BRP4A50A BRP4A50A (4) BRP4A50A (4) BRP4A50A (3/4) BRP4A50A (4) BRP4A50A (4) BRP4A50A (3/4) BRP4A50A (3/4) BRP4A50A (4) BRP4A50A (4) BRP4A50A (4)

External wired temperature sensor KRCS01-1

Adapter PCB Mounting plate EKMP25VAM EKMP25VAM EKMP65VAM EKMPVAM

Installation box for adaptor PCB KRP1BB101 KRP1BB101 KRP1BB101 KRP1BB101 KRP1BB101 KRP1BB101 KRP1BB101 KRP1BB101 KRP1BB101

Notes

(1) Do not connect the system to DIII-net devices LONWorks interface, BACnet interface, …;  (intelligent Touch Manager, EKMBDXA are allowed)

(2) Installation box needed

(3) Adapter PCB mounting plate needed, applicable model can be found in the table above

(4) 3rd party heater and 3rd party humidifier cannot be combined

(5) Contains 1 plenum and can be used for half side of the unit (up to 4 plenums can be used on 1 unit)

(6) Available only with optional plenum
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Options - Ventilation

Accessories
Modular L Pro Modular T Pro Modular L Smart Modular T Smart

ALB02LB
ALB02RB

ALB03LB
ALB03RB

ALB04LB
ALB04RB

ALB05LB
ALB05RB

ALB06LB
ALB06RB

ALB07LB
ALB07RB

ATB03RA
ATB03LA

ATB04RA
ATB04LA

ATB05RA
ATB05LA

ATB06RA
ATB06LA

ATB07RA
ATB07LA

ALB02LBS
ALB02RBS

ALB03LBS
ALB03RBS

ALB04LBS
ALB04RBS

ALB05LBS
ALB05RBS

ALB06LBS
ALB06RBS

ALB07LBS
ALB07RBS

ATB03RAS
ATB03LAS

ATB04RAS
ATB04LAS

ATB05RAS
ATB05LAS

ATB06RAS
ATB06LAS

ATB07RAS
ATB07LAS

Iso Coarse 55% (G4) Filter ALF02G4A ALF03G4A ALF05G4A ALF07G4A ATF03G4A ATF04G4A ATF05G4A ATF06G4A ATF07G4A ALF02G4A ALF03G4A ALF05G4A ALF07G4A ATF03G4A ATF04G4A ATF05G4A ATF06G4A ATF07G4A

ePM10 75% (M5) Filter ALF02M5A ALF03M5A ALF05M5A ALF07M5A ATF03M5A ATF04M5A ATF05M5A ATF06M5A ATF07M5A ALF02M5A ALF03M5A ALF05M5A ALF07M5A ATF03M5A ATF04M5A ATF05M5A ATF06M5A ATF07M5A

ePM1 50% (F7) Filter ALF02F7A ALF03F7A ALF05F7A ALF07F7A ATF03F7A ATF04F7A ATF05F7A ATF06F7A ATF07F7A ALF02F7A ALF03F7A ALF05F7A ALF07F7A ATF03F7A ATF04F7A ATF05F7A ATF06F7A ATF07F7A

ePM1 80% (F9) Filter ALF02F9A ALF03F9A ALF05F9A ALF07F9A ATF03F9A ATF04F9A ATF05F9A ATF06F9A ATF07F9A ALF02F9A ALF03F9A ALF05F9A ALF07F9A ATF03F9A ATF04F9A ATF05F9A ATF06F9A ATF07F9A

Sound attenuator ALS0290A ALS0390A ALS0590A ALS0790A ATS0360A ATS0460A ATS0560A ATS0660A ATS0760A ALS0290A ALS0390A ALS0590A ALS0790A ATS0360A ATS0460A ATS0560A ATS0660A ATS0760A

Rails for door ALA02RLA ALA03RLA ALA05RLA ALA07RLA ALA02RLA ALA03RLA ALA05RLA ALA07RLA

Duct transition ALA02RCA ALA03RCA ALA05RCA ALA07RCA ALA02RCA ALA03RCA ALA05RCA ALA07RCA

Mixing damper ATA03MDA ATA04MDA ATA05MDA ATA06MDA ATA07MDA

External damper ATA03EDA ATA04EDA ATA05EDA ATA06EDA ATA07EDA

Electric pre heater 1 ALD02HEFA ALD03HEFA ALD05HEFA ALD07HEFA ATD03HEFAU ATD04HEFAU ATD05HEFAU ATD06HEFAU ATD07HEFAU ALD02HEFB ALD03HEFB ALD05HEFB ALD07HEFB ATD03HEFBU ATD04HEFBU ATD05HEFBU ATD06HEFBU ATD07HEFBU

Electric post heater 1 ALD02HESA ALD03HESA ALD05HESA ALD07HESA ATD03HESAU ATD04HESAU ATD05HESAU ATD06HESAU ATD07HESAU

DX coil 2
ATD03UDSAR ATD04UDSAR ATD05UDSAR ATD06UDSAR ATD07UDSAR

ATD03UDSAL ATD04UDSAL ATD05UDSAL ATD06UDSAL ATD07UDSAL

WATER coil 2 ALD02CWSA ALD03CWSA ALD05CWSA ALD07CWSA
ATD03UWSAR ATD04UWSAR ATD05UWSAR ATD06UWSAR ATD07UWSAR

ATD03UWSAL ATD04UWSAL ATD05UWSAL ATD06UWSAL ATD07UWSAL

Water pre heating coil ALD02HWUA ALD03HWUA ALD05HWUA ALD07HWUA ATD03HWFAU ATD04HWFAU ATD05HWFAU ATD06HWFAU ATD07HWFAU

Water post heating coil 2 ALD02HWUA ALD03HWUA ALD05HWUA ALD07HWUA
ATD03HWSAR ATD04HWSAR ATD05HWSAR ATD06HWSAR ATD07HWSAR

ATD03HWSAL ATD04HWSAL ATD05HWSAL ATD06HWSAL ATD07HWSAL

Water valve 2 way cooling ALV02CW2A ALV03CW2A ALV05CW2A ALV07CW2A ATV03CW2A ATV04CW2A ATV05CW2A ATV06CW2A ATV07CW2A

Water valve 2 way heating ALV02HW2A ALV03HW2A ALV05HW2A ALV07HW2A ATV03HW2A ATV04HW2A ATV05HW2A ATV06HW2A ATV07HW2A

Water valve 3 way cooling ALV02CW3A ALV03CW3A ALV05CW3A ALV07CW3A ATV03CW3A ATV04CW3A ATV05CW3A ATV06CW3A ATV07CW3A

Water valve 3 way heating ALV02HW3A ALV03HW3A ALV05HW3A ALV07HW3A ATV03HW3A ATV04HW3A ATV05HW3A ATV06HW3A ATV07HW3A

Valve modulating actuator ALE00AMVA ATE00AMVA

Damper modulating actuator ATE00AMDA

Digital PCB ATE00DPUA

Frost switch ATE00FSUA

CO
2
 sensor ALP00COA BRYMA200

Humidity sensor ALP00HUA

Temperature probe ALP00TEA

Room Interface ALC00822A (POL 822) BRC301B61 / BRC1H52W / BRC1H52S / BRC1H52K / BRC1E53A / BRC1E53B / BRC1E53C / BRC1D52

Commissioning module ALC00895A (POL 895)

Modbus RTU module ALC00902A (POL 902) EKMBDXB

Bacnet IP module ALC00908A (POL 908) DMS502A51

LonWorks Interface DMS504B51

Intelligent Touch Manager DCM601A51

Intelligent Tablet Controller DCC6011A51

Intelligent Touch Controller DCC6011C51

Central remote control DCS302C51

Unified ON/OFF control DCS301B51

Notes

(1) For modular T pro only, both electric heater can be used as pre and post heater

(2) �For modular T pro only, sixth digit on main unit material name has to be aligned with last digit of the coil material name 
ATB0*RA --> ATD00*UDSAR 
ATB0*LA --> ATD00*UDSAL 
ATB0*RA --> ATD00*UWSAR 
ATB0*LA --> ATD00*UWSAL 
ATB0*RA --> ATD00*HWSAR 
ATB0*LA --> ATD00*HWSAL

(3) Please refer to the selection software for more details on accessories and their incompatibilities.
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Accessories
Modular L Pro Modular T Pro Modular L Smart Modular T Smart

ALB02LB
ALB02RB

ALB03LB
ALB03RB

ALB04LB
ALB04RB

ALB05LB
ALB05RB

ALB06LB
ALB06RB

ALB07LB
ALB07RB

ATB03RA
ATB03LA

ATB04RA
ATB04LA

ATB05RA
ATB05LA

ATB06RA
ATB06LA

ATB07RA
ATB07LA

ALB02LBS
ALB02RBS

ALB03LBS
ALB03RBS

ALB04LBS
ALB04RBS

ALB05LBS
ALB05RBS

ALB06LBS
ALB06RBS

ALB07LBS
ALB07RBS

ATB03RAS
ATB03LAS

ATB04RAS
ATB04LAS

ATB05RAS
ATB05LAS

ATB06RAS
ATB06LAS

ATB07RAS
ATB07LAS

Iso Coarse 55% (G4) Filter ALF02G4A ALF03G4A ALF05G4A ALF07G4A ATF03G4A ATF04G4A ATF05G4A ATF06G4A ATF07G4A ALF02G4A ALF03G4A ALF05G4A ALF07G4A ATF03G4A ATF04G4A ATF05G4A ATF06G4A ATF07G4A

ePM10 75% (M5) Filter ALF02M5A ALF03M5A ALF05M5A ALF07M5A ATF03M5A ATF04M5A ATF05M5A ATF06M5A ATF07M5A ALF02M5A ALF03M5A ALF05M5A ALF07M5A ATF03M5A ATF04M5A ATF05M5A ATF06M5A ATF07M5A

ePM1 50% (F7) Filter ALF02F7A ALF03F7A ALF05F7A ALF07F7A ATF03F7A ATF04F7A ATF05F7A ATF06F7A ATF07F7A ALF02F7A ALF03F7A ALF05F7A ALF07F7A ATF03F7A ATF04F7A ATF05F7A ATF06F7A ATF07F7A

ePM1 80% (F9) Filter ALF02F9A ALF03F9A ALF05F9A ALF07F9A ATF03F9A ATF04F9A ATF05F9A ATF06F9A ATF07F9A ALF02F9A ALF03F9A ALF05F9A ALF07F9A ATF03F9A ATF04F9A ATF05F9A ATF06F9A ATF07F9A

Sound attenuator ALS0290A ALS0390A ALS0590A ALS0790A ATS0360A ATS0460A ATS0560A ATS0660A ATS0760A ALS0290A ALS0390A ALS0590A ALS0790A ATS0360A ATS0460A ATS0560A ATS0660A ATS0760A

Rails for door ALA02RLA ALA03RLA ALA05RLA ALA07RLA ALA02RLA ALA03RLA ALA05RLA ALA07RLA

Duct transition ALA02RCA ALA03RCA ALA05RCA ALA07RCA ALA02RCA ALA03RCA ALA05RCA ALA07RCA

Mixing damper ATA03MDA ATA04MDA ATA05MDA ATA06MDA ATA07MDA

External damper ATA03EDA ATA04EDA ATA05EDA ATA06EDA ATA07EDA

Electric pre heater 1 ALD02HEFA ALD03HEFA ALD05HEFA ALD07HEFA ATD03HEFAU ATD04HEFAU ATD05HEFAU ATD06HEFAU ATD07HEFAU ALD02HEFB ALD03HEFB ALD05HEFB ALD07HEFB ATD03HEFBU ATD04HEFBU ATD05HEFBU ATD06HEFBU ATD07HEFBU

Electric post heater 1 ALD02HESA ALD03HESA ALD05HESA ALD07HESA ATD03HESAU ATD04HESAU ATD05HESAU ATD06HESAU ATD07HESAU

DX coil 2
ATD03UDSAR ATD04UDSAR ATD05UDSAR ATD06UDSAR ATD07UDSAR

ATD03UDSAL ATD04UDSAL ATD05UDSAL ATD06UDSAL ATD07UDSAL

WATER coil 2 ALD02CWSA ALD03CWSA ALD05CWSA ALD07CWSA
ATD03UWSAR ATD04UWSAR ATD05UWSAR ATD06UWSAR ATD07UWSAR

ATD03UWSAL ATD04UWSAL ATD05UWSAL ATD06UWSAL ATD07UWSAL

Water pre heating coil ALD02HWUA ALD03HWUA ALD05HWUA ALD07HWUA ATD03HWFAU ATD04HWFAU ATD05HWFAU ATD06HWFAU ATD07HWFAU

Water post heating coil 2 ALD02HWUA ALD03HWUA ALD05HWUA ALD07HWUA
ATD03HWSAR ATD04HWSAR ATD05HWSAR ATD06HWSAR ATD07HWSAR

ATD03HWSAL ATD04HWSAL ATD05HWSAL ATD06HWSAL ATD07HWSAL

Water valve 2 way cooling ALV02CW2A ALV03CW2A ALV05CW2A ALV07CW2A ATV03CW2A ATV04CW2A ATV05CW2A ATV06CW2A ATV07CW2A

Water valve 2 way heating ALV02HW2A ALV03HW2A ALV05HW2A ALV07HW2A ATV03HW2A ATV04HW2A ATV05HW2A ATV06HW2A ATV07HW2A

Water valve 3 way cooling ALV02CW3A ALV03CW3A ALV05CW3A ALV07CW3A ATV03CW3A ATV04CW3A ATV05CW3A ATV06CW3A ATV07CW3A

Water valve 3 way heating ALV02HW3A ALV03HW3A ALV05HW3A ALV07HW3A ATV03HW3A ATV04HW3A ATV05HW3A ATV06HW3A ATV07HW3A

Valve modulating actuator ALE00AMVA ATE00AMVA

Damper modulating actuator ATE00AMDA

Digital PCB ATE00DPUA

Frost switch ATE00FSUA

CO
2
 sensor ALP00COA BRYMA200

Humidity sensor ALP00HUA

Temperature probe ALP00TEA

Room Interface ALC00822A (POL 822) BRC301B61 / BRC1H52W / BRC1H52S / BRC1H52K / BRC1E53A / BRC1E53B / BRC1E53C / BRC1D52

Commissioning module ALC00895A (POL 895)

Modbus RTU module ALC00902A (POL 902) EKMBDXB

Bacnet IP module ALC00908A (POL 908) DMS502A51

LonWorks Interface DMS504B51

Intelligent Touch Manager DCM601A51

Intelligent Tablet Controller DCC6011A51

Intelligent Touch Controller DCC6011C51

Central remote control DCS302C51

Unified ON/OFF control DCS301B51

Notes

(1) For modular T pro only, both electric heater can be used as pre and post heater

(2) �For modular T pro only, sixth digit on main unit material name has to be aligned with last digit of the coil material name 
ATB0*RA --> ATD00*UDSAR 
ATB0*LA --> ATD00*UDSAL 
ATB0*RA --> ATD00*UWSAR 
ATB0*LA --> ATD00*UWSAL 
ATB0*RA --> ATD00*HWSAR 
ATB0*LA --> ATD00*HWSAL

(3) Please refer to the selection software for more details on accessories and their incompatibilities.
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Individual and centralised controls
BRC1D* BRC1E* BRC1H* DCS301B51 DST301B51 DCS302C51 DCS601C51

Madoka Assistant app for advanced settings ••
Electrical box KJB111A •• •• ••
Electrical box KJB212A(A) (1) •• •• •• ••
Electrical box KJB311A(A) ••
Electrical box KJB411AA ••

(1) recommended as wider (more stable mounting)

Intelligent Tablet Controller - DCC601A51
Tablet

Options for local control

Wired screen for local control  AL-CCD07-VESA-1 ••
Commissioning tool ••
Software update tool ••

Standard protocol interfaces - DMS502A51
BACnet Interface

DIII-net expansion board (2 ports),  
connects up to 128 additional indoor units DAM411B51 ••

Digital pulse inputs (12) for PPD functionality DAM412B51 ••

Options - Control systems
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Notes
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FSC

Learn more by visiting www.daikin.eu/vrv5

Decarbonisation of buildings made easy:
Benefi t from leading VRV 5 technology! 

Heat Recovery Heat Pump

Launching VRV 5 heat pumps
Continuing our path to lower CO₂ equivalent solutions

Launching VRV 5 heat pumps
Continuing our path to lower CO₂ equivalent solutions

Adapts to any building
› Extensive piping lengths & heights
› 5 low sound steps down to 41 dB(A)

Reduces the CO2 footprint signifi cantly
› High, real life seasonal effi  ciency
› Lower GWP refrigerant R-32

Shîrudo Technology provides peace of mind
› Easy installation of R-32 VRV in any size of room
› Factory-integrated refrigerant control measures avoids 

time-consuming studies
› 3rd party certifi cation according to the product standard IEC60335-2-40

Widest R-32 portfolio to match any application
› 11 indoor unit models in 96 variations
› Plug & Play ventilation solutions from 150 up to 140,000 m³/h
› Strong range of intuitive, cloud based controls

Specialised advice and support
› Maximise BREEAM, LEED, … scores thanks to VRV 5 and our expert 

support
› Online support software to ensure compliance with product 

standards

NEW

NEW


